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* SURVEYS *

* INSPECTIONS *

* SPECIFICATIONS *

EXISTING 8" VERTICAL DROP TO REMAIN TYP.

EXISTING 4" PLUMBING LINE TO BE REMOVED TYP.

367'-6" +/-

271'-6" +/- 257' +/-

EXISTING 4" DRAIN BOWL TO BE REMOVED TYP.

LAYOUT

EXISTING 8" DRAIN BOWL TO BE REMOVED TYP.
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TYPICAL CRICKET
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IT IS THE CONTRACTOR'S RESPONSIBILITY
TO FIELD VERIFY ALL DIMENSIONS

AND EXISTING CONDITIONS

IN SIZE AND LOCATION TO BE USED
PENETRATIONS ARE APPROXIMATE

AS REFERENCE POINTS ONLY

NOTES:

1. FOUR (4) NEW 4" DRAIN BOWLS ARE TO BE CONNECTED

TO EACH EXISTING 8" VERTICAL DROP - SIZE NEW HORIZONTAL

PIPING AND CONNECTIONS AS REQUIRED.

2. ALL EXISTING DRAIN BOWLS AND HORIZONTAL

DRAIN LINES ARE TO BE REMOVED AND THE ROOF

DECK REPAIRED AS NEEDED FOR THE NEW ROOF 

INSTALLATION.

NEW 4" CAST IRON DRAIN BOWL TYP.

NEW 4" CAST IRON DRAIN BOWL TYP.

1/15/2003

WDS/JCV

1/8"=1'
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8.  Work by firm which best illustrates current qualifications relevant to this project. 

 Estimated Cost (In Thousands) 

Project Name & Location Nature of Firm's Responsibility 

Project Owner's Name & Address 
and Project Manager's Name & 
Phone Number 

Completion Date 
(actual or 

estimated) 
Entire 

Project 

Work for Which 
Firm Was/Is 
Responsible 

Coca-Cola Bottling Company    

977 East 149th Street 
Bronx, NY 

Non-Destructive (Infrared) Roof 
Moisture Survey, Roof Replacement 
Design & Quality Control Full Time 
Inspection Services 

The Coca-Cola Bottling 
Company of NY, Inc. 
3 Skyline Drive                  
Hawthorne, NY  10532       
Charles Smith - (914) 789-1646 

April 1st, 2004 $ 1,692,000.00 $ 1,692,000.00 

 

In November 2002, we performed a non-destructive infrared moisture 
survey on the Coca-Cola facility located in Bronx, NY. The facility had a 
192,000 square foot fully adhered single ply EPDM roof system. During 
our investigation, we determined that approximately sixty percent of the 
roof system had been detrimentally affected by moisture intrusion into 
the roof insulation. We also determined by roof core verifications, that 
the roof system was a recovery roof installation over an original smooth 
surfaced built-up roof therefore dictating the need for total removal and 
replacement of the roof system. 
 
Upon the request of the Owner, we provided complete roof 
replacement design for the above referenced Bronx facility. Our roof 
design incorporated total removal of the existing roof system and all 
existing interior drainage components. Forty eight (48) new roof drains 
were installed to accommodate a new tapered roof insulation system. 
The roof system specification included double layer of high thermal roof 
insulation and a three (3) ply fiberglass felt roof system with a modified 
bitumen capsheet. 
 
In addition to the above services, we were also requested to provide 
full time quality control inspection services on this project. During the 
course of the project, we documented quantities of roof deck 
replacement that was required, materials compliance for products 
utilized and installation methods and provided daily written reports to 
the Owner.  
 
Upon completion, there was less than $10,000 dollars in change orders 
on this project. 
 
 

 
 

   
 
 
 

ROOF CONSULTING 

SERVICES, INC. 


